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B.S. Chemistry, Fu-Jen Catholic University, Taipei, Taiwan, 1977
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A. Well-logging interpretation and correlation: SP, gamma, density, sonic, neutron, resistivity, and induction logs.

B. Reservoir engineering, petrophysics, well testing, drilling and well completion, waterflooding, thermal oil recovery, and economic analysis.

C. Design and performance of research projects involved in single- and two-phase-flow core flooding, acidizing, and relative permeability experiments.

D. Organic and analytical chemistry.

E. Computer software and hardware; programming in numerical methods used in solving equations involved in oil, gas, and water pollution and transport.

Professional Work Experience
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Present Position: Research Associate, Bureau of Economic Geology, The University of Texas at Austin (June 1990 - Present).

B.
Research Assistant, Bureau of Economic Geology, The University of Texas at Austin (January 1989 - May 1990).

C.
Research and Teaching Assistant, Department of Petroleum Engineering, The University of Texas at Austin (1985 - 1989).
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Outstanding Graduate Award of Fu-Jen Catholic University, 1977

Phi Tau Phi, National Scholastic Honor Society of Taiwan, 1977

Outstanding Graduate Award of Fu-Jen Catholic University, 1976

Pi Epsilon Tau, Petroleum Engineering Honor Society
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